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Available online 04 January 2017Herein, we present the large-scale fabrication of multiplexed three-electrode sensors used in a point-of-care de-
vice platform that couples a magnetic bead-based immunoassay strategy with amperometric detection for rapid
and highly sensitive analysis. Themultiplexed sensors consisted of eight independent electrochemical cells, each
with a carbon nanotube (CNT) working electrode, CNT counter electrode and a silver-silver chloride quasi-refer-
ence electrode. Themicrochipswere fabricated on ﬂexible polyethylene terephthalate (PET) sheets by sequential
multilayer inkjet printing (IJP) of silver, CNT and insulator inks that were either simultaneously or subsequently
post-processed (e.g. through UV photo-polymerization or photonic curing). Finally, plastic wells were mounted
on top of the inkjet-printed patterns to obtain an eight-well microtiter plate where each well had a solution ca-
pacity of 50 μL. Due to the high precision of the IJP process, the microtiter plates showed high reproducibility
among the individual electrochemical cells (1–2% of deviation). Furthermore, the microchips can be reusable
for at least up to 20 times as demonstrated herein. In a customized multichannel potentiostat with eight imple-
mentedmagnetsmatching the positions of theworking electrodes, the electrochemical readout ofmagnetic bead
based sandwich and competitive immunoassays was successfully realized for the detection of thyroid-stimulat-
ing hormone (TSH) and atrazine (ATR) in aqueous and urine samples, respectively. The achieved limits of detec-
tion for ATR (i.e. 0.01 μg/L) and TSH (i.e. 0.5 μIU/mL) demonstrated the potential of the IJPmicrotiter plates for the
environmental and biological quantiﬁcation of analytes in a very reliable high throughput platform. This work
shows that IJP has certainly reached the status of a batch production tool for electroanalytical sensing platforms.






The development of reliable and cost-effective point-of-care (POC)
platforms is important for improving the analytical sensing capabilities,
especially in developing countries where it often lacks modern, well-
equipped laboratories and fully automated instruments for qualitative
and quantitative diagnostics for health care as well as environmental
sensing [1]. For instance, rapid and easy-to-use POC devices could help
to improve and extend the facilities of the local physicians to diagnose
more easily and reliably the patient's diseases and possibly to decidetase; ATR, atrazine; ATR-HRP,
ounter electrode; CNT, carbon
d immunosorbent assay; HDPE,
ase; IJP, inkjet printing; MBs,
enol; PAPP, p-aminophenol
-of-care; QRE, quasi-reference
hylbenzidine; TMB DI, 3,3′,5,5′-
rmone;WE,working electrode.upon such rapid test to transfer the patient to one of themore advanced,
but also expensive laboratories or hospitals [1,2].
Important analytes for POC devices in the third world countries in-
clude medical targets (infectious, sexually transmitted and cardiac dis-
eases, cancer) or emerging organic pollutants (pharmaceutical
products and pesticides). For instance, the thyroid-stimulating hor-
mone (TSH) is a glycoprotein stimulating thyroidal thyroxin and triio-
dothyronine in the human organism [3] and can be a marker for
different diseases, e.g. subclinical thyroid disease [4] or iodine deﬁciency
disorders [5]. Furthermore, rapid environmental sensing of pesticides
and toxins in drinking water is of high importance for a broad range of
the population of developing countries being often ﬁxed to only one
source of water. For example, atrazine (ATR) is a micropollutant of
both ground and surface water, which was widely used in agriculture
as an herbicide due to its high effectiveness and low cost [6]. The utiliza-
tion of ATR was forbidden in Europe in 2003 due to its possible toxic ef-
fects [7–10], however ATR is still used in about 60 countries around in
Africa, North and South America, Asia and the Middle East. Therefore,
signiﬁcant amounts can be still detected, as classical wastewater treat-
ment plants do not eliminate efﬁciently ATR, because advanced oxida-
tion processes would be required [8–12]. Despite the fact that recent
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vironment [13], the maximum residue level of ATR in water deﬁned by
theWHO (i.e. 0.1 μg/L) requires sensitive analytical tools such as immu-
noassay strategies for its fast and reliable detection [14–16]. The en-
zyme-linked immunosorbent assay (ELISA) relies on the inherent
ability of an antibody (Ab) to bind to the speciﬁc structure of amolecule,
most commonly in form of sandwich or competitive assays. A speciﬁc
enzyme employed in the assay initiates an enzymatic reaction, whose
products can be detected by using various techniques including colori-
metric, electrochemical, ﬂuorescence, chemiluminescence [17], sur-
face-plasmon resonance, surface-enhanced Raman scattering [18] or
quartz crystal microbalance detection methods [19]. In the electro-
chemical approach, a current is recorded as a result of an electron trans-
fer from the molecules generated by the enzymatic reaction to a biased
electrode. Such approach has attracted considerable interest because of
simple instrumentation, easy signal quantiﬁcation, portability, low cost
and miniaturization possibilities [20–23]. For instance, in the typical
TSH sandwich assay (Fig. 1a) an Ab against TSH is bound to a support
(herein magnetic beads, MBs) and another type of Ab is labelled with
the enzyme alkaline phosphatase (here Ab-ALP). When the analyzed
sample contains TSH, it will form the immunocomplex with both Abs
and the amount of ALP enzyme bound to MBs will increase with
increasing TSH concentration. Furthermore, ALP reacts with the p-
aminophenol phosphate (PAPP) substrate and produces p-
aminophenol (PAP) that is detected amperometrically. On the other
hand, the ATR immunoassaywas designed as the competitive immuno-
assay (Fig. 1b)where the Ab against ATRwas bound to theMBs support.
ATR present in the sample competes with an ATR-HRP conjugate (atra-
zine labelled with horseradish peroxidase), which is added to the sam-
ple aswell, for bindingwith the Ab.When the analyzed sample contains
no ATR, the amount of ATR-HRP bound to MBs will reach a maximum,
whereas it will decrease with increasing concentration of the analyteFig. 1. Schemes of the TSH sandwich immunoassay (a) and ATR compATR. ATR-HRP reacts with the 3,3′,5,5′-tetramethylbenzidine substrate
(TMB) and produces 3,3′,5,5′-tetramethylbenzidine diimine (TMB DI),
which is electrochemically detected. Since it is a competitive assay,
the amperometric signal is inversely proportional to the ATR
concentration.
State-of-the-art electrodes in electroanalytical platforms are mainly
fabricated by photolithographic and screen-printing techniques which
both rely on the usage of mask for each deposited layer. Furthermore,
photolitography requires expensive clean room facilities while screen
printing suffers from the fact that printing and curing cannot be com-
bined. Recently, inkjet printing has become an attractive alternative
for microfabrication. It is an additive manufacturing technique that en-
ables the mask- and contact-less deposition of a variety of functional
materials, such as metal and metal oxide nanoparticles, organometallic
compounds, conductive polymers, carbonaceous materials, protein mi-
croarrays and living cells with high accuracy andmicrometer resolution
using picoliter droplets [24–35]. The advantages of IJP include low ink
waste, easily changeable layouts and the possibility of multi material
deposition to create material gradients and multi-layer devices [36–
38]. Moreover, IJP can reduce the overall fabrication time and costs of
an entire device due to the possibility of rapid iterative design changes
during the sensor development stage and due to the up-scalability of
the production rate from the prototype to the industrial level. In this
way, IJP has been used for the fabrication of a broad range of chemical
sensors based on gold on paper [39–41] as well as polymer substrates
[27,42,43], silver [30,44] polyaniline [45,46] or CNTs [47–50]. CNTs are
attractive functional materials for sensing platforms due to several ad-
vantageous CNT properties, such as good electrical conductivity, chem-
ical and mechanical stability, high ﬂexibility, electrocatalytic activity
and reduced surface fouling characteristics for speciﬁc applications
[51–54]. Recently, we introduced the large-scale production of inkjet-
printed CNT electrodes and their application as amperometric sensorsetitive immunoassay (b) coupled with electrochemical detection.
71M. Jović et al. / Journal of Electroanalytical Chemistry 786 (2017) 69–76for the detection of antioxidants in blood bags and beverages with ma-
trix independent sensing capabilities after functionalization with an
inkjet-printed hydrogel [29,31,55].
Herein, we report inkjet-printed multiplexed three-electrode micro-
chips based on CNT working electrodes, which act as microtiter plates
in a point-of-care platform by combining magnetic-bead based immuno-
assay strategies with electrochemical detection. The large-scale fabrica-
tion of the multiplexed electrochemical chips (i.e. eight independent
three-electrode cells with CNT working electrode, Ag/AgCl quasi-
reference electrode QRE and CNT counter electrode) was comprised of
the sequential multilayer deposition from different printheads combined
with post-processing steps. The multiplexed sensors were applied
for monitoring TSH in human urine and ATR in aqueous samples, using
optimized magnetic bead immunoassay protocols based on sandwich
and competitive strategies, respectively. Moreover, the IJP microtiter
plates showed a high reproducibility and stability that allowed multiple
usages of the electrochemical cells of up to 20 timeswith proper and gen-
tlewashing (withDIwater), drying (under a streamofnitrogen) and stor-
age procedures (to avoid oxidation of Ag and contamination of CNTs from




Jettable nano silver Silverjet DGP-40LT-15C (w/w 30–35%, Sigma Al-
drich, Buchs, Switzerland), CNT dispersion CNTRENE® 3024 A3-R (Brew-
er Science, Rolla, USA) and jettable insulator EMD6201 (Sun Chemical,
Carlstadt, USA) were used as inks for IJP. Sodium hypochlorite solution
(ACROS Organics, Renningen, Germany, available chlorine 5%), goat
anti-rabbit Ab conjugated with HRP (Ab-HRP) (Invitrogen, Life Technolo-
gies, Zug, Switzerland), and rabbit anti-Bovine Ab conjugated with ALP
(Ab-ALP) (Sigma-Aldrich, Buchs, Switzerland)were used as received. De-
ionized water was produced by Milli-Q plus 186 model (Millipore, Zug,
Switzerland). The ELISA kit for TSH detection (Immunometrics,
London, UK) consisted of standard TSH solutions (puriﬁed human TSH ly-
ophilized in horse serum, reconstituted by the addition of deionized
water to obtain 60 μIU/mL TSH), washing buffer solution (0.1 M TRIS/
HCl buffer with 0.5% sodium azide, pH 7.5), MBs coated with Ab against
TSH (MBs-Ab, suspension in 0.05 M phosphate buffer with 0.1% rat IgG
and 0.5% sodium azide, pH 7.4) and a solutionwith Ab against TSH conju-
gated with ALP (Ab-ALP, provided as a 55 times concentrate and diluted
with 0.05 M phosphate buffer with 0.1% rat IgG and 0.5% sodium azide,
pH 7.4). 4-aminophenyl phosphate (24mMPAPP, pH 7.6) substrate solu-
tion (DiagnoSwiss, Monthey, Switzerland) was used for electrochemical
characterization measurements. Urine samples were kindly provided
from the company DiagnoSwiss (Monthey, Switzerland). Samples were
stored frozen at−20 °C. Before the analysis they were exposed to the
room temperature (to unfreeze) and then incubated following the proto-
col from the TSHkit provider.Whenhandling the samples authors always
used disposable gloves, while the work areas were disinfected after
conducting the experiments. The ELISA kit for ATR detection (Abraxis,
Warminster, USA) consisted of standard ATR solutions (0.1, 1.0 and
5.0 ppb in distilledwaterwith preservatives and stabilizers), diluent solu-
tion (distilled water with preservative and stabilizers without detectable
ATR), washing solution (preserved deionized water), substrate solution
(mixture of TMB and H2O2 in an organic base, pH 6; concentrations not
speciﬁed by the provider),MBs coatedwith Ab against ATR (MBs-Ab, rab-
bit anti-ATR Ab covalently bound to paramagnetic particles suspended in
a buffer solution with preservative and stabilizers, pH 7.5) and ATR-HRP
conjugate solution (horseradish peroxidase labelled ATR analog diluted
in a buffer solution with preservative and stabilizers, pH 7.5). Ferrocene
methanol (97%) and potassiumnitratewere obtained from SigmaAldrich
(Buchs, Switzerland). Water samples were taken from municipal water
supply in Sion and used without any treatment.2.2. Microtiter plate fabrication
Electrochemical microtiter plates were fabricated on a 250 μm-thick
PET substrate (Goodfellow, Huntingdon, England) using an X-Serie
CeraPrinter (Ceradrop, Limoges, France) comprising permanently
three parallel piezoelectric drop-on-demand printheads, i.e., two Q-
Class Sapphire QS-256 each with 256 individually addressable nozzles
for either 10, 30 or 80 pL nominal droplet volumes and one disposable
DMC-11610 cartridge containing 16 individually addressable nozzles
with 10 pL nominal droplet volume (all print heads from Dimatix
Fujiﬁlm, Lebanon, NH, USA). The microchip design was created with
the CeraSlice software from Ceradrop. Custom waveforms were devel-
oped for all inks to gain optimal droplet formation. Several print param-
eters were optimized including the horizontal drop distance on the
substrate, substrate temperature and printhead height. In brief, the sub-
strate temperature was increased to 60 °C for the IJP of both Ag and CNT
inks to accelerate ink solvent evaporation and ensure highly resolved
patterns. The silver ink was printed with a Q-Class Sapphire QS-256
printhead, dried and cured “in-line” in the CeraPrinter post-processing
chamber using a high intensity light pulse from a xenon ﬂash lamp pro-
vided by the PulseForge 1300 photonic curing station (NovaCentrix,
Austin, TX, USA). The CNT ink andUV curable dielectric inkwere printed
using disposable cartridges. The UV curable dielectric ink was simulta-
neously printed and photo-polymerized with a UV LED lamp (FireEdge
FE300 380–420 nm; Phoseon Technology) integrated into the according
printhead slot of the CeraPrinter. After printing and post-processing, the
bare CNT electrodes were ready-to-use for the optical as well as electro-
chemical characterizations and immunoassay-based detection. The op-
tical characterization of the fabricated microchips was performed by
using the fabrication analyzer camera inside the CeraPrinter and a
Keyence VK 8700 laser scanning microscope (Keyence, Osaka, Japan).
The plastic pieces used to obtain the wells on the microtiter plates
were produced from high-density polyethylene (HDPE) sheets of (di-
mensions 77 mm × 15 mm × 3 mm) by drilling mechanically well-de-
ﬁned holes. Afterwards, the plastic pieces with eight wells were glued
directly on the PET foilwithprinted electrodes using a double side adhe-
sive tape (DigiKey 3M9726-ND) with pre-prepared holes of the same
diameter as the wells. The tape wasmechanically and chemically stable
under the applied experimental, sample and microchip preparations in
order to avoid any leakage of sample solution.
2.3. Electrochemical characterization of IJP microtiter plates
The IJP microchips were electrochemically characterized by using
cyclic voltammetry (CV) in FcMeOH solution (2 mM, 0.1 M KNO3), as
well as in PAPP (24mM, pH7.6) and TMB (pH6, concentration not spec-
iﬁed by provider) commercial substrate solutions in the presence and
absence of MBs. For the measurements with the MBs, 50 μL of each
MBs suspension (from the TSH and ATR kits, respectively) was trans-
ferred into a vial, sedimented and separated from the supernatant
using a magnetic separation stand (Promega AG Dübendorf, Switzer-
land). Subsequently, the MBs were resuspended in 50 μL of PAPP or
TMB commercial stock solution and transferred into the microchip
wells. Substrate solutions without MBs were used as blank samples.
CV experiments were carried out using a customized housing with em-
bedded OEM EmStat MUX8 potentiostat (PalmSens, Houten, Nether-
lands). The microchip holder contained integrated magnets located
directly below the working electrodes. In this way, the magnetic beads
with the immunoassay complex were concentrated close to the CNT
electrode surface leading to an ampliﬁcation of the electrochemical
signal.
Moreover, the signal reproducibility was determined by the amper-
ometric detection of PAP and TMB DI. For this purpose, 1 mL of PAPP
was incubated with 0.5 μL of Ab-ALP stock solution and 50 μL of
TMB+H2O2 was incubated with 25 μL ATR-HRP overnight to complete
the enzymatic production of PAP and TMB DI, respectively.
Fig. 2. Images and photographs describing the fabrication of IJP microtiter plates: Step I – inkjet printing and photonic curing of silver NP ink for electrical connections and QRE, Step II –
inkjet printing of CNT ink for WE and CE, Step III – inkjet printing and simultaneous photo-polymerization of UV-curable dielectric ink for insulation of electrical contacts and precisely
deﬁning the electrode area, Step IV – chemical modiﬁcation of the silver pattern to form the Ag/AgCl QRE, Step V – positioning of the plastic wells with maximum analysis volume
(50 μL) and large-scale production of microtiter plates; Photographs showing the immunoassay analysis with IJP microtiter plates in a customized holder with a PalmSens OEM EmStat
MUX8 multichannel potentiostat and implemented magnets matching the positions of the WE.
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of the microchip and the electrochemical signal was read out simulta-
neously in all 8 wells at the corresponding optimal electrode potential
after 60 s.
2.4. TSH and ATR quantiﬁcation in IJP microtiter plates
Calibration curves for TSH were obtained for ﬁve different con-
centrations (0, 3.75, 7.5, 15 and 30 μIU/mL TSH) in triplicate (each
replicate in different microtiter well) following the commercial pro-
tocol. Brieﬂy, 10 μL of standard TSH solution and 10 μL of MBs-Ab sus-
pension were added into the vials and incubated during 15 min at
37 °C under stirring (1000 rpm). The immunocomplex was
sedimented and the supernatant discarded. Then 10 μL of Ab-ALP so-
lution was added and incubated for 1 h at 37 °C under stirring
(1000 rpm). The system was then rinsed 3 times with 30 μL of the
washing solution. Finally, 50 μL of the PAPP substrate solution wasFig. 3. a) Scan rate dependence of the CV in 2 mM FcMeOH (2nd scan) obtained in the well of
500mV/s (f) and 1000mV/s (g); b) Overlapped cyclic voltammograms obtained from 8wells in
electrolyte 0.1 M KNO3.added into each vial, the suspension was transferred into the micro-
chip well and the CNT electrode was biased at 0.05 V. The calibration
curve was also performed in urine samples (without detectable
TSH). Thereafter, the recovery test was carried out using urine spiked
with 1 μIU/mL, 5 μIU/mL and 10 μIU/mL of TSH and analyzed in trip-
licate using one fresh microtiter well for each measurement.
ATR calibration curves were obtained for ﬁve different concentrations
(0, 0.05, 0.2, 0.5 and 1 ppb ATR) in triplicate following an optimized pro-
tocol (SI-I). Brieﬂy, 250 μL of standard ATR solution, 250 μL of ATR-HRP
and250 μL ofMBs-Ab suspensionwere added into the vials and incubated
for 15min at 37 °C under stirring (1000 rpm). Thereafter, the systemwas
rinsed with 1000 μL, 500 μL and 100 μL of the washing solution. Finally,
50 μL of the TMB substrate solutionwas added into each vial, the suspen-
sionwas transferred into themicrochip and the CNT electrodewas biased
at−0.1 V. The water samples from Sion municipal supply spiked with
0.05 μg/L and 0.1 μg/L of ATR were analyzed in triplicate using one fresh
microtiter well for each measurement.IJP microtiter plate at 10 mV/s (a), 25 mV/s (b), 50 mV/s (c), 100 mV/s (d), 250 mV/s (e),
onemicrotiter plate using 2mM FcMeOH and scan rate 100mV/s (2nd scan). Supporting
Fig. 4.CVs in the a) PAPP (2nd scan) and b) TMBcommercial substrate solutions in thepresence and absence ofMBs, obtainedwith the IJPmicrotiter plate (WECNT, QRE Ag/AgCl, CE CNT).
Scan rate was 50 mV/s.
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3.1. Fabrication and characterization of IJP microtiter plates
The outcome of the subsequent inkjet printing steps for the produc-
tion of the microtiter plate is shown in Fig. 2. The ﬁrst step was printing
of the silver layer for the electrical connections and quasi-reference
electrode (Step I). The silver nanoparticle (NP) ink was converted into
conductive and well-adhered traces within fractions of a second by
the photonic ﬂash sintering. The principle of this technique is the selec-
tive heating of the Ag nanoparticles by the absorption of the emitted
light for which the substrate is transparent [56,57]. Just after, CNT pat-
terns that only slightly overlapped with Ag for the electrical connection
were printed forming the CNTworking and counter electrodes (Step II).
The UV curable dielectric ink was printed for the insulation of the elec-
trical Ag circuit and to deﬁne precisely all three active geometric elec-
trode areas, which were equally Ag≈ 0.72 mm2 (Step III). Silver itself
is not a suitable material for a stable and reliable reference electrode
(RE) due to the rapid chemical modiﬁcation of the Ag surface (e.g., by
oxidation) causing a drift of the potential during measurements. In the
past few years, many efforts were made to develop and miniaturize re-
liable REs for sensors and lab-on-a-chip devices. Recently, a new class of
SSREwithout solid junction has been fabricated by inkjet printing of sil-
ver followed by either electrochemical or chemical formation of an AgCl
layer [39,44]. Following the protocol from da Silva et al. [44], 1 μL of
bleach solution was drop casted onto the as printed and cured Ag pat-
terns where AgCl was formed within 3 min (Step IV) [55]. The change
in the color from shiny silver to dark purple indicated clearly the trans-
formation of Ag into AgCl. Afterwards, the electrodes were washedwithFig. 5. Calibration curves for the amperometric detection of TSH in buffer and urine a), andeionized water and dried with a stream of nitrogen. The obtained Ag/
AgCl QREs were ready-to-use and showed long-term stability during
dry storage of N3 months with ΔE b 0.01 V against a commercial Ag/
AgCl (3 M KCl) RE. The stability of the QRE is extremely important and
certainly inﬂuenced by the chloride activity in solution. It should be
noted that all sample solutions analyzed herein (both for TSH and ATR
assays) were prepared reproducibly so that the concentration of chlo-
ride anions or other anions, which could have an inﬂuence on the po-
tential of the Ag/AgCl QRE, were identical or very similar. Indeed, a
shift of the peak potentials for the used redox active species between
measurements was not observed. The fabrication process was ﬁnished
by placing a plastic well chip to obtain microtiter plates composed of
eight independent electrochemical cells with amaximum ﬁlling volume
of 50 μL (Step V). Please note that the electrode areaswere only deﬁned
by the highly reproducible inkjet printing process, while thewells, in di-
ameter slightly larger than the active electrode areas of the microchip,
deﬁned the sample volume.
In order to characterise the general electrochemical response of the
IJPmicrotiter plates, CVswere recorded using FcMeOH as a redoxmedi-
ator in a 2mM solution (0.1M KNO3). The CVs showed the one electron
oxidation of FcMeOH to FcMeOH+ in the positive forward scan and the
reduction of FcMeOH+ to FcMeOH in the reverse negative scan (Fig. 3a).
CVs recordedwith different scan rates from 10 to 1000mV/s indicated a
quasi-reversible electrochemical behaviour with small deviations from
theory. As discussed previously, such behaviour could be explained by
an IR drop along the CNT electrode, kinetic limitations and non-linear
diffusion effects due to microscopic inhomogeneities [29]. The later
could be seen by the peak potential separation which exceeds the theo-
retical value of 59 mV for a fast one-electron transfer by ~15 mV.d ATR in water b), using the immunoassay protocols combined with IJP microchips.
Table 1
Results of the recovery test for TSH and ATR in real samples analyzed by the immunoassay coupled with amperometric detection in the inkjet-printed microchips.
Analyzed sample Compound Spiked concentration Detected concentration
Urine sample TSH 10 μIU/mL 9.98 ± 0.14 μIU/mL
Urine sample TSH 1 μIU/mL 1.10 ± 0.04 μIU/mL
Urine sample TSH 0 μIU/mL Not detected
Tap water ATR 0.1 μg/L 0.099 ± 0.001 μg/L
Tap water ATR 0.05 μg/L 0.051 ± 0.001 μg/L
Tap water ATR 0 μg/L Not detected
74 M. Jović et al. / Journal of Electroanalytical Chemistry 786 (2017) 69–76Additionally, the CV curves recorded in eight different wells in one mi-
crotiter plate with a scan rate of 100 mV/s (Fig. 3b) overlap with very
high reproducibility thanks to the well-deﬁned CNT electrode area.
Themicrochipswere then characterized for the immunoassay appli-
cation and Fig. 4a shows typical second cycles of CVs recorded in the
PAPP sample solution after the electrochemical generation of initially
absent PAP from PAPP. Brieﬂy, PAPP is irreversibly oxidised at the elec-
trode to para-iminoquinone (PIQ) at around 0.4 V, which is electro-
chemically reduced to PAP at −0.15 V. In the second CV scan, PAP is
electrochemically oxidised at around −0.1 V. The addition of MBs to
the PAPP solution did not present any inﬂuence on the CVs and the
PAP detection can be performed at the potential equal to 0.05 V. The
CVs for the TMB substrate solution (Fig. 4b) presented two oxidation
peaks corresponding to the two-electron transfer reaction of TMB [58].
When using the IJPmicrochip in the absence of anyMBs, the TMBoxida-
tion peaks can be observed at potentials around 0.15 V and 0.35 Vwhile
the TMBDI reduction takes place at around0.2 V and 0V. By addingMBs
into the system the measured redox potentials of TMB were shifted by
approximately 0.1 V to higher values, probably due to poor polymeric
coating of Fe3O4 core in MBs (for more details see SI-II). However, the
amperometric detection of enzymatically produced TMB DI (i.e. the an-
alytical signal of the ATR immunoassay) could be performed at−0.1 V.
Afterwards, the IJP microtiter plates were characterized in terms of
the reproducibility of the amperometric signal by detecting PAP and
TMB DI formed in the enzymatic reaction of PAPP with ALP and TMB
with ATR-HRP, respectively (Fig. S4, experimental details in Section
2.3). The recorded current for each well after 60 s of applying the ac-
cording working potentials was plotted. The standard deviations of
the detected current from 8 wells varied only by 1.8% (PAP) and 2.1%
(TMB) demonstrating that the microchips can be further implemented
for the parallel immunoassays analysis. The original measurement
plots can be found in Section SI–III (Fig. S3).
3.2. Quantiﬁcation of TSH and ATR in IJP microtiter plates
The calibration curves for TSH detection in buffer and urine samples
were obtained measuring ﬁve different concentrations in triplicate
(Fig. 5a) and identifying the optimized potentials for the amperometric
detection as reported vide supra. The calibration curve with urine sam-
ples did not show signiﬁcant matrix interference on the sensitivity of
the assay. Therefore, the IJPmicrochips can be used reliably for the anal-
ysis of a broad range of real biological samples. The limit of detection of
the assay was equal to the one announced for the commercial kit, i.e.
0.5 μIU/mL. Normal TSH levels in blood according to the American Asso-
ciation of Clinical Endocrinologists (AACE) range from 0.4 to 2.5 μIU/mL
for adults, and can be as high as 39 μIU/mL for newborns [59].
The commercial kit for ATR was designed for colorimetric detection
and the assay protocol needed to be adjusted and optimized for the
electrochemical detection. The calibration curve for ATR detection was
performed with ﬁve different concentrations in triplicate (Fig. 5b). It
was shown that the limit of detection was equal to 0.01 μg/L, which is
10 times lower than the limit of toxicity of ATR in water [22].
Immunoassay protocols and calibration curves for TSH and ATR de-
tection were further applied for the analysis of real samples, namely
urine and tap water spiked with known amounts of TSH and ATR, re-
spectively. The experimental data showed high recovery percentage ofboth compounds: 95–110% (Table 1).Moreover, the IJPmicrotiter plates
showed a high reproducibility and stability that allowsmultiple usage of
the electrochemical cells of up to 20 timeswith properwashing (withDI
water), drying (under a stream of nitrogen) and storage procedures (to
avoid oxidation of Ag and contamination of CNTs from the environ-
ment). The response variability of the microchips was ﬁnally b2%.
Long-term stability of IJP plates was evaluated by recording the consec-
utive immunoassay experiments (SI-IV), while on-going studies are ex-
ploring the microtiter shelf-life which is currently N6 months. The
plates should be kept in plastic bags or boxes, prior or between the us-
ages, in order to prevent electrical connection problems due to the oxi-
dation of silver connection pads and formation of resistive silver oxide
or contamination of the CNTs from organic molecules present in traces
in the environment. Thus, the IJPmicrochip proved to be a good amper-
ometric platform that can be integrated to different types of the immu-
noassay for the TSH and ATR monitoring.
The methodologies for measuring TSH have experienced many im-
provements over the last four decades with respect to the achieved
functional sensitivity limits. The most popular assay had been
the radioimmunoassay (e.g. TSH immunoradiometric assay -
IRMA with LOD 0.06 μIU/mL), colorimetric assay (LOD 0.05 μIU/
mL), immunoﬂuorimetric assay [60], chemiluminescence/electro-
chemiluminescence assays [61–64] and recently introduced surface-
enhanced Raman spectroscopy (SERS)-based lateral ﬂow assay (LFA)
strips [18]. Regarding the ATR detection, several studies based on elec-
trochemical or ﬂuorescence immunoassays have been reported [65–
68]. In general, the approach presented in this study has the advantage
of being more sensitive compared to radiometric and colorimetric as-
says.Moreover, the presented system is small and can bemade portable
compared to the relatively large and expensive chemiluminescent and
ﬂuorescent equipment, and it requires small sample volumes that are
not inﬂuenced by matrix color background or O2 content as ﬂuores-
cence and chemiluminescence strategies can be.4. Conclusions
In summary, we have demonstrated the large-scale fabrication of mi-
crotiter plates using the IJP technology in combinationwith several in-line
post-processing techniques. Themicrotiter plates consisted of 8 indepen-
dent electrochemical cells eachwith one CNTworking electrode, Ag/AgCl
quasi-reference electrode and CNT counter electrode. These microchips
presented high reproducibility of the recorded signals between the
wells (RSD 1–2%) and fast kinetics for PAP and TMB detection thanks to
the physicochemical properties of the CNTs. The microtiter plates were
successfully implemented for the environmental and clinical monitoring
platforms as exemplarily shown for the immunoassay-based electro-
chemical detection of ATR and TSH in water and urine samples, respec-
tively. The presented inkjet printing process demonstrates the big
potential of this technology to design, develop and produce electrode
chips on an industrial scale with high reproducibility. It can be foreseen,
that inkjet printing will offer many new opportunities for the fabrication
of electroanalytical sensors thanks to its high ﬂexibility in electrode de-
sign, its high accuracy,minimummaterial usage and automatedmultilay-
er processing. Together with affordable measurement units and simple-
to-use software, the presented digital production and measurement
75M. Jović et al. / Journal of Electroanalytical Chemistry 786 (2017) 69–76approaches become very attractive, in particular for biological and medi-
cal sensor applications in developing countries.Acknowledgments
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